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The Reliable Automatic Sprinkler Co., Inc.

Manufacturers & Distributors of Fire Protection Equipment
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Engineering Specification

Model MBEC-14 Sprinkler Specification

Sprinklers shall be a control-mode, standard response, extended coverage horizontal sidewall sprinkler specifically listed/approved for installation on primary structural members (I-beams) of pre-engineered metal buildings, from 22 ft (6.7 m) to 32 ft (9.8 m) in height and having 25 ft. (7.6 m) wide bays.  Sprinklers shall be [(cULus Listed] [New York City MEA Approved, 258-93-E] to protect ordinary and extra hazard] [FM Approved to protect ordinary hazard and certain light hazard] occupancies as well as for miscellaneous and in-process storage as permitted by [NFPA 13] [FM Global Data Sheet 3-26].  Sprinklers shall be capable of covering an area of 175 ft2 and being installed below the ceiling between 12” (305 mm) and 16” (406 mm).  Roof/ceilings shall have slopes not exceeding a pitch of 2/12 (a roof /ceiling slope of 16.7%).  Sprinkler frame and deflector to be of bronze construction.  Fusible solder link assembly shall utilize the strut and lever principle of operation with a [black-painted, 165 ºF (74 ºC)] [gray-painted 212 ºF (100 ºC)] beryllium-nickel thermal element. Water seal assembly shall consist of a Teflon™-coated Bellville spring washer and brass cap assembly containing no plastic parts.  Extended coverage horizontal sidewall sprinklers shall have a nominal K-factor of 14.0 (202) and 3/4” NPT threaded end connections.  Sprinkler temperature rating shall be [Ordinary 165 ºF (74 ºC)] [Intermediate 212 ºF (100 ºC)].  Extended coverage horizontal sidewall sprinklers shall be Reliable Model MBEC-14, SIN R6932 (Bulletin 169).
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