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Engineering Specification

4” (100 mm) and 6” (150 mm) Model BX Deluge Valve
Deluge valve shall be a [4” (100 mm)] [6” (150 mm)] [cULus Listed] [FM Approved] [NYC MEA Approved – 258-93-E] hydraulically operated differential latching clapper-type valve.  Deluge valve construction to be cast-iron with bronze clapper and one-piece, threaded, field-replaceable bronze tapered seat with O-ring seals, which provides a limited compression seat to provide the sealing force between the clapper rubber facing and the valve seat.  Deluge valve shall be of the straight-through design to minimize friction loss.  Valve shall be capable of being reset without having to remove the valve cover plate through the use of an external reset knob.  Deluge valve shall be activated by [hydraulic wet-pilot] [pneumatic dry-pilot] [electric] actuation trim and deluge valve trim shall be galvanized only.  Restriction orifice to be factory cast into inlet port of deluge valve push-rod cover plate and not part of the deluge valve trim.  End connection styles to be [4” (100 mm) or 6” (150 mm) ANSI flanged inlet and outlet in accordance with ANSI B16.1 (125 lb.) flange] [4” (100 mm) or 6” (150 mm) ANSI flanged inlet and grooved outlet, with grooved outlet dimensions per ANSI/AWWA C606] [100 mm or 150 mm metric flanged inlet and outlet per DIN 2500 8.66, NF-E-29-282, and BS 4504 NP 16 flanges].  Deluge valve shall have a rated working pressure of 175 psi (12.1 bar) and shall be factory hydrostatic tested at 350 psi (24.1 bar).  Deluge valve to be [4” (100 mm)] [6” (150 mm)] Reliable Model BX Deluge Valve (Bulletin 501).
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