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Engineering Specification

Potter PFC 4410 Releasing Control Panel

The releasing control panel shall be a Potter PFC-4410 capable of providing programming to utilize the pre-action system for a  [Single Interlock] [New York City Single Interlock] [Single Interlock, Cross-Zoned] [Double Interlock] [Double Interlock, Cross-Zoned] application.  It shall be housed in an 18 gauge steel enclosure having a hinged door with a key lock and recessed mounted within the cabinet door.  The enclosure shall have adequate space to house stand-by batteries capable of operating the system for up to 90 hours.  The control shall include a fully supervised integral power supply/battery charger capable of providing 200 mA to the auxiliary power circuit and 2.5 A to all releasing and indicating circuit appliances combined.  The control panel shall have a 32-character backlit LCD display.  All diagnostic and alarm event information shall be viewable in text form on this display.  All operational features of the control panel shall be field programmable using menu driven selections on the alpha-numeric display and on board controls.  No special programmer will be required and jumpers or switches to configure operational features shall not be permitted.  The control panel shall be equipped with 8 programs built into the panel memory, along with 2 custom programs referenced in the appropriate Reliable Technical Bulletin.  All programming functions shall be password protected.  

The control panel shall have four fully supervised Class A initiating circuits capable of supporting the  [operation of the manufacturer’s specified number of compatible detectors on one [two] circuit(s), waterflow, and dedicated low air.  The control shall also include one fully supervised Class A supervisory circuit for the monitoring of the system control valve.  Four fully supervised Class B output circuits shall be provided for notification appliances and for the solenoid releasing circuit.  The releasing circuit shall be supervised and shall be programmable for cross-zoning operation when required.

The control panel shall have three integral SPDT relay contacts rated 3A at 30 VDC for connection to external auxiliary equipment.  One relay shall operate when an alarm condition occurs, another when a trouble condition occurs, and the third when a supervisory condition occurs.
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