[image: image2.jpg]w—

RP-1001 ;
, DELUGE « PREACTION CONTROL PANEL





The Reliable Automatic Sprinkler Co., Inc.

Manufacturers & Distributors of Fire Protection Equipment


[image: image1.png]



Model RP1001 Releasing Control Panel

Engineering Specification

A releasing control panel shall be used to operate the [deluge] [preaction] system.  The releasing control panel shall be a conventional, microprocessor-controlled panel containing two initiating device circuits, and waterflow and supervisory inputs.  Output circuits shall include alarm, waterflow, supervisory, and releasing circuits.  The releasing control panel shall be capable of providing any of the following desired modes of operation:  single hazard, two zone; single hazard, cross-zoned; dual hazard, combined release; and dual hazard, split release (two area).  Releasing panel shall be equipped with a local tone alarm to annunciate loss of A/C power, system trouble, circuit trouble, and low auxiliary D/C power supply.  Panel shall be [cULus Listed] [FM Approved] [NYC MEA Approved] and be capable of providing power for compatible detectors and auxiliary devices used.  Audible alarms shall be able to be silenced at releasing panel.  Auxiliary D/C power supply shall consist of (2) 12-volt lead acid batteries of the same ampere-hour rating, providing [60 hours – cULus Listed] [90 hours – FM Approved].  Dry contacts shall be provided for remote annunciation of alarm, trouble, and supervisory panel signals.  Main power supply to be a dedicated 120 VAC / 60Hz circuit. 
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