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Engineering Specification

Supervisory Pressure Switch

Low Pressure Supervision

A supervisory pressure switch shall provide low pressure supervision in [dry-pipe] [preaction] sprinkler systems.  The pressure switch shall be [cULus Listed] [FM Approved] [NYC MEA Approved]. The switch shall be a field-adjustable, bellows-activated type pressure switch compatible with system devices.  The pressure switch shall be field adjustable to provide an alarm response between 10 and 100 psi, and shall be factory set to respond at 30 psi at decreasing pressure.  The pressure switch shall have one SPDT (Form C) contact rated at 10.0 amp @ 125/250 VAC and 2.5 amp @ 6/12/24 VDC.  Switch shall be provided with a ½” NPT male glass-reinforced nylon pressure connection, and shall have a maximum pressure rating of 250 psi.  Two conduit connection holes shall be provided in the mounting plate to accept standard ½” conduit fittings.  The switch enclosure shall be weatherproof and carry a UL 4x/NEMA 4 rating when used with proper electrical fittings and conduit.  The cover shall incorporate tamper-resistant screws.  Supervisory pressure switch shall be a System Sensor EPS 40-1 pressure switch.

High/Low Pressure Supervision

A supervisory pressure switch shall provide [low pressure] [high/low] pressure supervision in a dry pipe sprinkler system.  The pressure switch shall be [cULus Listed] [FM Approved] [NYC MEA Approved]. The switch shall be a field-adjustable, bellows-activated type pressure switch compatible with system devices.  The pressure switch shall be field adjustable to provide an alarm response between 10 and 100 psi, and shall be factory set to respond at 50 psi on rising pressure and 30 psi at decreasing pressure.  The pressure switch shall have two SPDT (Form C) contacts rated at 10.0 amp @ 125/250 VAC and 2.5 amp @ 6/12/24 VDC.  Switch shall be provided with a ½” NPT male glass-reinforced nylon pressure connection, and shall have a maximum pressure rating of 250 psi.  Two conduit connection holes shall be provided in the mounting plate to accept standard ½” conduit fittings.  The switch enclosure shall be weatherproof and carry a UL 4x/NEMA 4 rating when used with proper electrical fittings and conduit.  The cover shall incorporate tamper-resistant screws.  Supervisory pressure switch shall be a System Sensor EPS 40-2 pressure switch.
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