CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This certificate confirms that
representative samples of

Standard(s) for Safety:

Additional Information:

EX2633
EX2633-20200625
2020-JULY-01

RELIABLE AUTOMATIC SPRINKLER CO INC

1470 SMITH GROVE RD
LIBERTY SC 29657

SPECIAL SYSTEM WATER CONTROL VALVES, DELUGE
TYPE

Refer to addendum page

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 260, Dry Pipe and Deluge Valves for Fire Protection
Service, UL260, 7th Edition

ULC-ORD-C260-1975, Guide for the Investigation of Dry
Pipe, Deluge, and Pre-Action Valves for Fire Protection
Service

See the UL Online Certifications Directory at
https.//ig.ulprospector.com for additional information.

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up
Services Procedure provides authorization to apply the UL Mark.

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL's

Follow-Up Services.

Look for the UL Certification Mark on the product.
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CERTIFICATE OF COMPLIANCE

Certificate Number  EX2633
Report Reference  EX2633-20200625
Issue Date  2020-JULY-01

This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

Deluge Valves

Model DDV - 1.5, 2, 2-1/2, 3, 76mm, 4 and 6in. 165mm size deluge valves, rated 400 psig, for use with
wet pilot deluge and dry pilot deluge trim, intended for operation by supervised wet pilot or dry pilot,
installed in accordance with the manufacturer’s installation instructions.

Model DDV — 1.5, 2, 2-1/2, 3, 76mm, 4 and 6in. 165mm size deluge valves, rated 300 psig, for use with
electric actuation deluge and remote resetting/on-off deluge trim utilizing a 300 psig rated solenoid,
intended for operation by supervised electrically or manual activation, installed in accordance with the
manufacturer’s installation instructions.

Model DDV — 1.5, 2, 2-1/2, 3, 76mm, 4 and 6in. 165mm size deluge valves, rated 175 psig, for use with
electric actuation deluge and remote resetting/on-off deluge trim utilizing a 175 psig rated solenoid,
intended for operation by supervised electrically or manual activation, installed in accordance with the
manufacturer’s installation instructions.
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CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

EX2633
EX2633-2020-06-25
2021-July-02

RELIABLE AUTOMATIC SPRINKLER CO INC
1470 Smith Grove Rd
Liberty SC, 29657 US

SPECIAL SYSTEM WATER CONTROL VALVES, DELUGE
TYPE

See Addendum Page for Product Designation(s).

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 260, Dry Pipe & Deluge Valves for Fire Protection
Service

ULC-ORD-C260-1975, Guide for the Investigation of Dry
Pipe, Deluge, and Pre-Action Valves for Fire Protection
Service

See the UL Online Certifications Directory at
https://ig.ulprospector.com for additional information

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up
Services Procedure provides authorization to apply the UL Mark.

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL'’s

Follow-Up Services.

Look for the UL Certification Mark on the product.
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CERTIFICATE OF COMPLIANCE

Certificate Number EX2633

Report Reference  EX2633-2020-06-25
Date  2021-July-02

This is to certify that representative samples of the product as specified on this certificate were tested according
to the current UL requirements

Deluge Valves

*Model DDV - 1.5", 2", 2-1/2", 3",76mm , 4", 6, 165mm and 8” size deluge valves, rated 400 psig, for
use with wet pilot deluge and dry pilot deluge trim, intended for operation by supervised wet pilot or
dry pilot, installed in accordance with the manufacturer’s installation instructions.

*Model DDV - 1.5”, 2", 2-1/2", 3",76mm , 4", 6, 165mm and 8" size deluge valves, rated 300 psig, for
use with electric actuation deluge and remote resetting/on-off deluge trim utilizing a 300 psig rated
solenoid, intended for operation by supervised electrically or manual activation, installed in
accordance with the manufacturer’s installation instructions.

*Model DDV - 1.5, 2°, 2-1/2”, 3",76mm , 4", 6, 165mm and 8" size deluge valves, rated 175 psig, for
use with electric actuation deluge and remote resetting/on-off deluge trim utilizing a 175 psig rated
solenoid, intended for operation by supervised electrically or manual activation, installed in
accordance with the manufacturer’s installation instructions.
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