CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20120905-EX4527
EX4527-19930715
2012-SEPTEMBER-05

RELIABLE AUTOMATIC SPRINKLER CO INC

1470 SMITH GROVE RD
LIBERTY SC 29657

SPECIAL SYSTEM WATER CONTROL VALVES, DOUBLE
INTERLOCK TYPE

See Addendum page

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 260 , Standard for Dry Pipe and Deluge Valves for Fire
Protection Service ,

ULC 260, ULC Guide for Investigation of Dry Pipe, Deluge,
and Pre-Action Valves For Fire Protection Service

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark for the US and Canada should be considered as
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US

and Canada.

The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “"C” and

“US" identifiers: ®\;/% the word “LISTED"; a control number (may be alphanumeric) assigned by UL,
and the product category name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.
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CERTIFICATE OF COMPLIANCE

Certificate Number  20120905-EX4527
Report Reference  EX4527-19930715
Issue Date 2012-SEPTEMBER-05

This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

CNL, USL : Models B and BX, 4 and 6 in. size double interlock valves, for installation in the vertical
position, for a rated pressure not exceeding 175 psig.

Model DDX in the 2, 2-1/2, 3, 4, 6, 8 in. and 76 mm sizes with Reliable Type D or F double-
interlock preaction trim, for installation in the vertical position, for a rated service pressure not to exceed
250 psi (limited to 175 psi for Canada).

CNL, USL : Model DDX Valve w/ Type PL (peumatic/pneumatic) - Double interlock Trim Preaction

System in 2, 2-1/2, 3, 4, 6, and 8 in. sizes, for installation in the vertical position, for a rated pressure
not exceeding 250 psi(175 psi for Canada).
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