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Reliable
I

Installation and Operation Instructions
Read carefully prior to installing and operating

SYSTEMS MUST BE INSTALLED AND MAINTAINED IN ACCORDANCE
WITH THE LATEST PUBLISHED STANDARDS OF THE NATIONAL FIRE
PROTECTION ASSOCIATION, AS WELL AS THE REQUIREMENTS
OF ANY APPLICABLE GOVERNMENTAL CODES OR ORDINANCES,
INSURERS, OR OTHER AUTHORITIES HAVING JURISDICTION.

Installation

Connect the “IN” port of the Model TD valve to the wet-pipe sprinkler
system. Connect the “OUT” port to a properly sized drain.

The optional relief valve kit is installed as shown in Figure 1 after removing
the plugs in the cap and body of the Model TD valve.

Operation

To run a test, rotate the handle counter-clockwise until the “Test” position
is aligned with the ball detent. Note that rotating the valve to the “test”
position is intended to operate the sprinkler system’s waterflow alarm. To
drain, rotate the handle further until the “Drain” position is aligned with the
ball detent. Return the handle to the “Off” position when all testing and
draining functions have been completed.
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Model TD Test and Drain Valve Caution Sheet 321 February 2021

Reliable Model TD Combination Test & Drain
Valve w/ Optional Relief Valve Kit

Optional Relief
Valve Kit

Optional Locking
Handle Kit

Ball
detent
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*Drawing displays the 1.25” model

P/N 89241291



