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9.	 Valves shall be inspected, tested, and maintained in 
accordance with the requirements and frequencies of NFPA 
25 and the applicable technical bulletins, whichever is more 
strict.

10.	 Any system maintenance or testing that involves placing a 
system out of service may eliminate the fire protection that 
is provided by the fire protection system. Notify any required 
authorities having jurisdiction and implement appropriate 
precautions prior to proceeding.

11.	 Inspection, testing, and maintenance of valves shall be 
documented and records maintained in accordance with the 
requirements of NFPA 25.

12.	 Repairs should be made only by qualified and knowledgeable 
personnel using genuine Reliable parts, or Reliable approved 
parts.

Important Precautions to Follow:

1.	 All valves shall be installed in strict accordance with the 
requirements of NFPA 13 or other applicable standards and 
codes.

2.	 The selection and use of Reliable valves shall be based 
upon the listing of the valve as determined by qualified and 
knowledgeable personnel. 

3.	 Installation of valves shall be approved by the authority 
having jurisdiction.

4.	 Valves shall only be installed in their approved orientation.
5.	 Valves are intended to be installed on systems where the 

pressure does not exceed the working capabilities of the 
valve end connections.

6.	 Verify compatibility of the water supply with the internal 
components and materials of the valve.

7.	 Verify compatibility of the external components and materials 
of the valve with the environment surrounding the valve.

8.	 Unless specifically permitted on the applicable technical 
bulletin, valves shall not be installed in unheated areas. 
Insulation and/or heat tracing is not an acceptable alternate 
means of freeze protection.

Important!   Reliable valves must be installed, inspected, 
tested, and maintained in accordance with the guidelines in this 
document and other applicable technical bulletins. Failure to follow 
these instructions may result in harm or injury due to unintended 
operation or non-operation of the fire protection system.

ALWAYS FOLLOW THE DESIGN AND INSTALLATION 
REQUIREMENTS IN THE RELIABLE TECHNICAL BULLETIN 
APPLICABLE TO EACH VALVE. IN ADDITION, VALVES MUST 
BE INSTALLED AND MAINTAINED IN ACCORDANCE WITH THE 
LATEST PUBLISHED STANDARDS OF THE NATIONAL FIRE 
PROTECTION ASSOCIATION, AS WELL AS THE REQUIREMENTS 
OF ANY APPLICABLE GOVERNMENTAL CODES OR 
ORDINANCES, INSURERS, OR OTHER AUTHORITIES HAVING 
JURISDICTION. THESE WARNINGS SHALL REMAIN WITH 
THE FIRE PROTECTION SYSTEM INFORMATION WITHIN THE 
INSTALLED PREMISES AND A COPY SHALL BE GIVEN TO THE 
BUILDING OWNER AND ALL OCCUPANTS/TENANTS.

Valve Installation Warnings!!
Read carefully prior to installing valves 

& placing into service!
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       警告！           Attention!             Warnung!         Avvertimento!           Aviso!            ¡Advertencia!           Vaning!           Ostrzeżenie!

FAILURE TO FOLLOW THESE WARNINGS CAN CAUSE HARM OR INJURY DUE TO 
UNINTENDED OPERATION OR NON-OPERATION DURING A FIRE EVENT.
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