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Typen des Modells F1FR-FS LO Flachschirm-
sprinkler mit weiter Blende

Standard Hängend

Listings und Zulassungen

• VdS Schadenverhütung GmbH: Zertifikat

• CE-Zertifikat: CE-Zertifikat: 0786-CPD-40284 

Produktbeschreibung
Die Flachschirmsprinkler F1FR-FS LO sind für die Installa-

tion gemäß CEA 4001 oder DIN EN 12845 („Automatische 
Sprinkleranlagen - Planung, Installation und Instandhaltung“) 
ausgelegt. Diese Sprinkler sind durch das von ihnen erzeug-
te Sprühmuster eine ausgezeichnete Wahl für Anwendungen 
mit geringerem Freiraum über abgehängten Decken mit offe-
ner Struktur und in Regalen.

Der Flachschirmsprinkler F1FR-FS LO verwendet ein 
zerbrechliches  3,0   mm-Glasfässchen.  Das  Glasfässchen 
besteht  aus  einer  exakt  geregelten Menge  hermetisch  ab-
gedichteter  Spezialflüssigkeit  in  einer  präzise  hergestellten 
Glasampulle. Dieses Glasfässchen ist speziell so angefertigt, 
dass eine schnelle thermische Reaktion erfolgen kann.
Bei normalen Temperaturen enthält das Glasfässchen das 

Medium sowohl  im flüssigen als auch  im gasförmigen Agg-
regatzustand.  Das  gasförmige Medium  ist  als  kleine  Blase 
erkennbar. Bei Hitzeeinwirkung dehnt sich das flüssige Me-
dium  aus  und  drückt  die  Blase  immer  weiter  zusammen. 
Durch weitere Erwärmung drückt die Flüssigkeit gegen das 
Fässchen,  bringt  dieses  zum  Platzen  und  öffnet  dadurch 
den Wasserweg und das austretende Wasser wird über den 
Sprühteller verteilt.

HängendPendent

Model F1FR-FS LO Large Orifice Flat Spray 
Sprinkler Types

Standard Pendent

Listings & Approvals

• VdS Schadenverhütung GmbH: Certificate

• EC-Certificate: EC Certificate: 0786-CPD-40284 

Product Description
The F1FR-FS LO Flat Spray Sprinklers are designed for in-

stallation  in accordance with CEA 4001 or EN 12845  (Au-
tomatic  Sprinkler  Systems  -  Design,  Installation  and Main-
tenance). The spray pattern created by this sprinkler makes 
this an excellent choice for applications with lower clearance 
above the suspended open ceilings and in racks.
The  F1FR-FS  LO  Flat  Spray  Sprinkler  utilizes  a  frangible 

3.0 mm glass bulb. The glass bulb consists of an accurately 
controlled amount of special fluid hermetically sealed inside 
of a precisely manufactured glass capsule. This glass bulb is 
specially constructed to provide fast thermal response.
At normal  temperatures,  the glass bulb contains  the  fluid 

in both the liquid phase and in the vapor phase. The vapor 
phase can be seen as a small bubble. As heat is applied, the 
liquid expands forcing the bubble smaller and smaller as the 
liquid pressure increases. Continued heating forces the liquid 
to push out  against  the bulb,  causing  the glass  to  shatter, 
opening the waterway and allowing the deflector to distribute 
the discharging water.
The F1FR-FS LO Flat Spray Sprinkler temperature rating is 

identified by the color of the glass bulb capsule.
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Model F1FR-FS LO Large Orifice Flat Spray 
Sprinkler Types

Standard Pendent

Listings & Approvals

• VdS Schadenverhütung GmbH: Certificate

• EC-Certificate: EC Certificate: 0786-CPD-40284 

Product Description
The F1FR-FS LO Flat Spray Sprinklers are designed for in-

stallation in accordance with CEA 4001 or EN 12845 (Au-
tomatic Sprinkler Systems - Design, Installation and Main-
tenance). The spray pattern created by this sprinkler makes 
this an excellent choice for applications with lower clearance 
above the suspended open ceilings and in racks.

The F1FR-FS LO Flat Spray Sprinkler utilizes a frangible 
3.0mm glass bulb. The glass bulb consists of an accurately 
controlled amount of special fluid hermetically sealed inside 
of a precisely manufactured glass capsule. This glass bulb is 
specially constructed to provide fast thermal response.

At normal temperatures, the glass bulb contains the fluid 
in both the liquid phase and in the vapor phase. The vapor 
phase can be seen as a small bubble. As heat is applied, the 
liquid expands forcing the bubble smaller and smaller as the 
liquid pressure increases. Continued heating forces the liquid 
to push out against the bulb, causing the glass to shatter, 
opening the waterway and allowing the deflector to distribute 
the discharging water.

The F1FR-FS LO Flat Spray Sprinkler temperature rating is 
identified by the color of the glass bulb capsule.

Pendent



Modell F1FR-FS5 LO Hängende Sprinkler mit schnellem Ansprechverhalten (QR)
Montageschlüssel: Sprinklerschlüssel Modell W2

Installationsdaten:

Sprinklertyp
Standard-Hängende (SSP)

Sprühteller gekennzeichnet, um Position 
anzuzeigen

K-Faktor 
Sprinkler-

höhe

Zulassungsor-
ganisationen

US SI

(20 mm) Standardblende mit R½ Gewinde 8,0 115 58  mm  VdS

Hängend

Die Auslöse temperatur des Flachschirmsprinklers F1FR-FS 
LO wird durch die Farbe des Glasfasses angezeigt.

Anwendungsbereiche
Der Flachschirmsprinkler Modell F1FR-FS LO kann gemäß 

CEA 4001 „Planung und Einbau von Sprinkleranlagen“ und 
der  DIN  EN12845  „Automatische  Sprinkleranlagen  -  Pla-
nung, Installation und Instandhaltung“ an verdeckten Stellen, 
abgehängten offenen Decken und in Regalen installiert wer-
den. 

Installation
Die  Flachschirmsprinkler  des  Modells  F1FR-FS  LO  sind 

Sprinkler mit schnellem Ansprechverhalten für Installationen 
gemäß CEA 4001 und DIN EN 12845. Sie müssen mit dem 
speziell von Reliable für diese Sprinkler entwickelten Sprink-
lerschlüssel Modell W2 montiert werden.

Anmerkung: Mit einem Drehmoment zwischen 8-18 ft-lbs 
(10,8 - 24,4 Nm) wird eine dichte ½” NPT Verbindung des 
Sprinklergewindes erreicht. Ziehen Sie die Sprinkler nicht mit 
mehr als dem vorgegebenen maximalen Drehmoment  fest. 
Dies kann zu Undichtigkeiten oder anderen Beschädigungen 
führen.

Bestellinformation 
Benötigte Angaben: 
1.  Sprinklermodell 
2.  Sprinklertyp 
3.  Blendengröße 
4.  Sprühtellertyp
5.  Auslöse temperatur
       Glasfassgröße bei der Bestellung angeben 
6.  Sprinklerausführung - nur Bronze

Wartung
Der Sprinkler Modell F1FR-FS LO Hängend muss viertel-

jährlich überprüft werden. Reinigen Sie die Sprinkler nicht mit 
Wasser und Seife, Ammoniak oder anderen Reinigungsmit-
teln. Ersetzen Sie alle Sprinkler, die lackiert wurden (ausge-
nommen Werkslackierung) oder die Beschädigungen aufwei-
sen. Es sollte ein Vorrat an Ersatzsprinklern gehalten werden, 
um einen schnellen Austausch von beschädigten oder be-
nutzten Sprinklern zu ermöglichen. Vor der Montage sollten 
die Sprinkler bis zur Verwendung in den Originalkartons und 
-verpackungen aufbewahrt werden, um die Gefahr einer Be-
schädigung der Sprinkler,  die  zur  Fehlfunktion  oder Ausfall 
führen würde, zu minimieren.

Auslöse temperaturen

Klassifikation
Sprinkler-

temperatur Max. Umge-
bungstemp.

Fäs-
schenfar-

be°C °F

Normal
Normal
Mittel Mittel Hoch 

57  
68  
79  
93 
141 

135 
155 
175 
200 
286 

100  °F (38  °C)
100  °F (38  °C)
150  °F (66  °C)
150  °F (66  °C)
225  °F (107  °C)

Orange
Rot
Gelb
Grün
Blau
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Die in diesem Datenblatt vorgestellten Produkte sind in Übereinstimmung mit den neuesten einschlägigen Richtlinien der National Fire Protection Association, der Factory Mutual Research 
Corporation, oder gleichwertiger Organisationen, sowie unter Einhaltung der in den anwendbaren gesetzlichen Regelwerken enthaltenen Bestimmungen anzubringen.
Die von Reliable hergestellten und vertriebenen Produkte werden seit über 100 Jahren zum Schutz von Leben und Anlagen eingesetzt und von den zur Montage von Sprinklern qualifiziertes-
ten und verlässlichsten Vertragspartner-Partnern Großbritanniens, der Vereinigen Staaten, Kanadas und anderer Länder installiert.

Revisions-Linien geben Aufschluss über 
aktualisierte oder neue Daten.

Revision lines indicate updated or new data

The equipment presented in this bulletin is to be installed in accordance with the latest pertinent Standards of the National Fire Protection Association, Factory Mutual Research Corporation, 
or other similar organizations and also with the provisions of governmental codes or ordinances whenever applicable.
Products manufactured and distributed by Reliable have been protecting life and property for over 100 years, and are installed and serviced by the most highly qualified and reputable sprinkler 
contractors located throughout the United States, Canada and foreign countries.

Art. Nr. 9999970415_DEEG. Printed in U.S.A. 08/21

Recycled 
Paper

Manufactured by

The Reliable Automatic Sprinkler Co., Inc.
(800)431–1588              Sales Offices
(800)848–6051              Sales Fax
(914)829–2042              Corporate Offices
www.reliablesprinkler.com  Internet Address

Temperature Ratings

Classification
Sprinkler 

Temperature Max. Ambient 
Temp.

Bulb 
Color

°C °F

Ordinary
Ordinary
Intermediate In-
termediate High 

57   
68  
79  
93 
141 

135 
155 
175 
200 
286 

100 °F (38 °C)
100 °F (38 °C)
150 °F (66 °C)
150 °F (66 °C)
225 °F (107 °C)

Orange
Red

Yellow
Green
Blue

Maintenance
The Model F1FR-FS LO Pendent should be inspected quar-

terly. Do not clean sprinklers with soap and water, ammonia 
or any other cleaning fluid. Remove any sprinkler which has 
been painted (other than factory applied) or damaged in any 
way. A stock of spare sprinklers should be maintained to allow 
quick replacement of damaged or operated sprinklers. Prior 
to installation, sprinklers should be maintained in the original 
cartons and packaging until used to minimize the potential for 
damage to sprinklers that would cause improper operation or 
non-operation.

Application
Model  F1FR-FS  LO  Flat  Spray  Sprinkler  is  used  in  con-

cealed spaces, suspended open ceiling and in racks in ac-
cordance  with  CEA  4001  Sprinkler  System  Planning)  and 
EN 12845 (Automatic Sprinkler Systems - Design Installation 
and Maintenance). 

Installation
Model F1FR-FS LO Flat Spray Sprinklers are quick response 

sprinklers intended for installation as specified in CEA 4001 
and EN 12845. They must also be  installed with the Model 
W2 Sprinkler Wrench specifically designed by Reliable for use 
with these sprinklers.

Note: A leak tight ½” NPT sprinkler joint can be obtained 
with a torque of 8-18 ft-lbs (10,8 - 24,4 N-m). Do not tighten 
sprinklers over maximum recommended torque. It may cause 
leakage or impairment of the sprinklers.

Ordering Information 
Specify: 
Sprinkler Model 
Sprinkler Type 
Orifice Size 
Deflector Type
Temperature Rating
       - Specify Bulb Size when ordering 
Sprinkler Finish - Bronze only

Pendent

Model F1FR-FS5 LO Quick Response Pendent Sprinkler
Installation Wrench: Model W2 Sprinkler Wrench

Installation Data:

Sprinkler Type
Standard–Pendent (SSP)

Deflectors Marked to Indicate Position

K Factor 
Sprinkler 

Height

Approval 
Organizations

US Metric

(20 mm) Standard Orifice with R1/2 Thread 8.0 115 58 mm  VdS

Model F1FR-FS5 LO Quick Response Pendent Sprinkler
Installation Wrench: Model W2 Sprinkler Wrench

Installation Data:

Sprinkler Type
Standard–Pendent (SSP)

Deflectors Marked to Indicate Position

K Factor 
Sprinkler

Height

Approval
Organizations

US Metric

(20mm) Standard Orifice with R1/2 Thread 8.0 115 58mm VdS

Pendent

Application
Model F1FR-FS LO Flat Spray Sprinkler is used in con-

cealed spaces, suspended open ceiling and in racks in ac-
cordance with CEA 4001 Sprinkler System Planning) and 
EN 12845 (Automatic Sprinkler Systems - Design Installation 
and Maintenance). 

Installation
Model F1FR-FS LO Flat Spray Sprinklers are quick response 

sprinklers intended for installation as  specified in CEA 4001 
and EN 12845. They must also be installed with the Model 
W2 Sprinkler Wrench specifically designed by Reliable for use 
with these sprinklers.

Note: A leak tight ½” NPT sprinkler joint can be obtained 
with a torque of 8-18 ft-lbs (10,8 - 24,4 N-m).  Do not tight-
en sprinklers over maximum recommended torque.  It may 
cause leakage or impairment of the sprinklers.

Ordering Information 
Specify: 
1. Sprinkler Model 
2. Sprinkler Type 
3. Orifice Size 
4. Deflector Type
5. Temperature Rating
       - Specify Bulb Size when ordering 
6. Sprinkler Finish - Bronze only

Maintenance
 The Model F1FR-FS LO Pendent should be inspected quar-

terly. Do not clean sprinklers with soap and water, ammonia 
or any other cleaning fluid.  Remove any sprinkler which has 
been painted (other than factory applied) or damaged in any 
way.  A stock of spare sprinklers should be maintained to al-
low quick replacement of damaged or operated sprinklers.  
Prior to installation, sprinklers should be maintained in the 
original cartons and packaging until used to minimize the po-
tential for damage to sprinklers that would cause improper 
operation or non-operation.

Temperature Ratings

Classification
Sprinkler

Temperature Max. Ambient 
Temp.

Bulb
Color

°C °F

Ordinary
Ordinary
Intermediate In-
termediate High 

57   
68  
79  
93 

141 

135 
155 
175 
200 
286 

100°F (38°C)
100°F (38°C)
150°F (66°C)
150°F (66°C)

225°F (107°C)

Orange
Red

Yellow
Green
Blue
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The equipment presented in this bulletin is to be installed in accordance with the latest pertinent Standards of the National Fire Protection Association, Factory Mutual Research Corporation, 
or other similar organizations and also with the provisions of governmental codes or ordinances whenever applicable.
Products manufactured and distributed by Reliable have been protecting life and property for over 100 years, and are installed and serviced by the most highly qualified and reputable sprinkler 
contractors located throughout the United States, Canada and foreign countries.

Revision lines indicate updated or new data
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